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Vintage is proud to introduce “ETCHED” as our newest texture to our expanding fl ooring collection. 
Our proprietary “Etching” process is being launched on Maple. By “Etching” maple, the surface of 
the wood becomes more durable and helps mask regular wear and tear. Etching off ers a look that 
will complement modern, old world, and literally all design styles you can dream up.

Etched Maple, Borneo
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ETCHED  SPECIFICATIONS

Product Type:
3/4” (19 mm) Pioneered® Solid 
3/4” (19 mm) Northern Solid Sawn® Structured

Product Species  
and colors:

Black Walnut – Natural
Maple – Borneo, Berkely, Slate, Maldives, Tahiti

Product Width: Maple Pioneered®: 3 1/4”, 4 1/4”
Maple Northern Solid Sawn®: 3 1/4”, 4 3/8”, 5”
Black Walnut Northern Solid Sawn®: 4 3/8”, 5”

Product Lengths: Pioneered® 12” – 84” Average 38”
Maple Northern Solid Sawn® 15” – 70” – Average 36” 
Black Walnut Northern Solid Sawn® 15” – 70” – Average 32” 
* Lengths may vary by width.

Product Gloss: UV Urethane Oil

Product Grade: Estate – Best grade available
Select-V – Color variation and naturally occurring
characteristics

Installation Method: Pioneered® Solid - Nail 
Northern Solid Sawn® & Solid Sawn® - Nail, Glue or Float

Structural Warranty: Lifetime

Lifetime Stability  
Warranty:

Relative humidity must be maintained between  
40% – 50% for Pioneered® Solid 
25% - 70% for Northern Solid Sawn®

Residential Warranty: 10-Year Residential Wear Warranty

Commercial Warranty: 1-Year Commercial Wear Warranty

Care & Maintenance: See Vintage UV Oil Care & Maintenance instructions
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PIONEERED® Smallest “micro v” in the industry: Means 
smaller seams and less dirt build-up 

3/4" (19 mm) Solid hardwood

Superior lengths: 10" – 79"
(254 mm - 2007 mm)

Install over a 5/8" (15 mm) plywood or 
3/4" (19 mm) OSB subfloor

Solid

NORTHERN
SOLID SAWN®

4 mm Sawn wear lamella

Qtr. Sawn SPF finger core

Hardwood back

Superior lengths : 15" - 79"
(381 mm − 2007 mm)

4 species, 3 textures, 3 widths, 3 grades 
and over 45 colors to choose from

Structured
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GLUE FLOATNAIL
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